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1 Where building setback is zero, U-4 (a) parkways should be installed.
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NOTE: Two-way left-turn lane shall be considered only for streets of limited length where intersections are closely spaced or where
there is extensive driveway access. For all other conditions, raised center medians should be considered. Where raised center

Cl



36
plan  (not to scale)

urban
parkway

U-4
aU-3U-2

Two Lane
Industrial CollectorCl



37
section A-A  (not to scale)

traffic
calming

Two Lane
Industrial Collector Cl



38
plan  (not to scale)

urban
parkway

U-4
a

Four Lane Urban Collector
with Two Way Left Turn Lane

U-5
a

U-5
b

U-6
a

U-6
b

Cl



39
section A-A  (not to scale)
traffic
calming

Four Lane Urban Collector
with Two Way Left Turn Lane

median is installed, access provisions across the median for emergency vehicles should be provided at 300 ft. (90 m) intervals.
NOTE: Two-way left-turn lane shall be considered only for streets of limited length where intersections are closely spaced or where
there is extensive driveway access. For all other conditions, raised center medians should be considered.
1 Whenever topographic constraints would cause excessive slope heights or create unmitigable landform impacts, the maximum street

grade may exceed 8% for no-fronting property, up to a maximum of 10% for streets with less than 10,000 ADT, subject to approval of
the City Engineer.
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